PN10/16

EN 1.4301
EN 1.4307

EN 1.4401
EN 1.4404

GEPERSTE OVERSCHUIFFLENS / BRIDE TOURNANTE EMBOUTIE
type & dimension refer to EN 1091-1

S

BC

) BC art.n°304(L) artn®°316(L) art.n® GALVA
(PN16) (PN16) (PN10)

mm mm
38 65 [ 135 | 4 | M12| 0,20 3700402100 | 3701602100 | 3709102100
48 75 | 135 4 | M12]| 0,26 3700402600 | 3701602600 | 3709102600
53 8 [135| 4 | M12| 0,33 3700403300 | 3701603300 | 3709103300
68 | 100 | 175 | 4 | M16| 046 3700404200 | 3701604200 | 3709104200
77 | 110 | 18 4 | M16 | 0,66 3700404800 | 3701604800 | 3709104800
91 125 | 18 4 | M16 | 0,81 3700406000 | 3701606000 | 3709106000
108 | 145 | 18 4 | M16 | 0,98 3700407600 | 3701607600 | 3709107600
80 94 | 200 | 21,5 | 123 | 160 | 18 8 | Mi6| 1,36 3700408800 | 3701608800 | 3709108800
100 | 119 | 220 | 22 | 141 | 180 | 18 8 | Mi6 | 1,74 3700411400 | 3701611400 | 3709111400
125 | 145 | 250 | 22 | 168 | 210 | 18 8 | M16| 2,19 3700413900 | 3701613900 | 3709113900
150 | 173 | 285 | 26 | 192 | 240 | 22 8 | M20 | 3,28 3700416800 | 3701616800 | 3709116800
DN B (0] C ) BC dN # @ kg/pc art.n°304(L) art.n°316(L) art.n° GALVA
(PN10) (PN10) (PN10)

mm mm mm mm mm mm

200 | 225 | 340 | 28 | 245 | 295 | 22 8 | M20 | 4,63 3700421900 | 3701621900 | 3709121900
250 | 279 | 395 | 31 | 295 | 350 | 22 12 | M20 | 6,18 3700427300 | 3701627300 | 3709127300
300 | 329 | 445 | 34 | 345 | 400 | 22 12 | M20 | 7,45 3700432300 | 3701632300 | 3709132300
350 | 362 | 505 | 36 | 393 | 460 | 22 16 | M20 | 9,78 3700435600 | 3701635600 | 3709135600
413 | 565 | 38 | 443 | 515 | 26 16 | M24 | 11,70 3700440600 | 3701640600 | 3709140600
500 | 517 | 670 | 41 | 560 | 620 | 26 20 | M24 | 15,00 3700450800 | 3701650800 | 3709150800

Andere drukklassen verkrijgbaar
Autres classes de pression disponibles
Other pressure classes available
Andere Druckklassen verfiigbar
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PRESSED LOOSE FLANGE / GEPRESSTE LOSER FLANSCHE

Atinox
Sadinox

STAINLESS STEEL

Sadell



